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Appendix E: Meridian Mail platform 
compatibility 


The following table summarizes the Meridian platforms which can be used 
with Meridian IVR and the compatible software releases: 
































Table E-1 

Compatibility with Meridian Mail 

Meridian o o ACCESS 

Mail = 5 Links £ 

Platform v a o o ` ` pi x MM | MM < 
£ ï Z 2S oz oz oz aoza + | 
I S |S eS cS cS cS cls rS x89 10 4 

8 Meg Card | AML/CSL | 12 y y y 1 2 1 

Option 

Modular AML/CSL |64 |v 2 1 

Option 

(Classic) 

Modular AML/CSL | 64 y y V 2 8 1 

Option 

(Classic) 

with MMP40 

Shelf Option | AML/CSL |24 IV 1 1 

Shelf Option | AML/CSL | 24 y V y 1 6 li 

with MMP40 

Modular AML/CSL |64 iV y y y 2 1 

Option (EC) 

Modular AML/CSL |96 y y y 2 |8 1 

Option (EC) 

with MMP40 

Modular SMDI 64 |v 2 1 

Option (GP) 
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E-2 Meridian Mail platform compatibility 














Table E-1 

Compatibility with Meridian Mail (continued) 

Meridian o o ACCESS 

Mail 2 o Links g 

Platform =| a o_o o| S_ o| o MM [MM |= 
É S |S oZ oS OS ols Maza * |o 
5 S SeSesrtagcys ce cs « 89 10 y 

Modular SMDI 64 V V y 2 I8 1 

Option (GP) 

with MMP40 

MSM SMDI 192 |V V Vo {y j4 |8 l2 















































* Speed of ACCESS Links will vary according to the number of links and number of MMail nodes. 
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